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DELTA®-FLORAXX GARDEN ROOF SYSTEM
Water Retention & Drainage Membrane System for Beautiful Garden Roofs
DELTA®-FLORAXX is the optimal dimple shaped membrane specifically designed for use in garden roof applications. DELTA®-FLORAXX provides both a drainage AND water retention capacity, making it a key component for any garden roof system. Gardens stay watered and overflow is automatically drained away. 
DELTA®-FLORAXX has a two-fold drainage capability. First, perforations in the membrane allow for drainage of surplus water, much like that of an overflow plate in a bathtub, thereby ensuring that the appropriate amount of water is retained and available for the garden to grow prosperously. Second, water drains away through the open channel system between the dimples thus ensuring the optimum balance between water retention and swift drainage of surplus water.
DELTA®-FLORAXX provides the highest level of water retention. The large dimples provide a water retention reservoir of up to 21 fl.oz/ ft2 (7L /m2) of water to be available during periods of drought. The water reservoir feature of DELTA®-FLORAXX aids in the management of storm water run off, thereby helping to meet the run-off water reduction goals of LEED®. The combination of effective drainage and water retention that DELTA®-FLORAXX offers ensures a low maintenance garden roof. 
DELTA®-FLORAXX features ¾” (20 mm) high dimples with an octagon shape for outstanding compressive strength while still maintaining a low profile, making it ideal for both intensive and extensive garden roof assemblies. 
DELTA®-FLORAXX is easy to cut and install, and is strong and tear-resistant for top performance, longevity and durability. Available in a 6.6’ x 65’ (2m x 20m) roll, it is simply installed on top of a root barrier such as DELTA®-ROOT BARRIER. A suitable geotextile filter-fabric such as DELTA®-BIOTOP should be installed over top of DELTA®-FLORAXX to avoid clogging of the drainage space or the water retention cups. The growing medium is then simply placed on top of the geotextile. The complete system: DELTA®-FLORAXX, DELTA®-ROOT BARRIER and DELTA®-BIOTOP is available at Cosella-Dörken Products Inc., the North American division of Ewald Dorken AG, a leading European developer and manufacturer of waterproofing and drainage products sold worldwide. 
For more information, call 1-888-4DELTA4; or visit Cosella-Dörken’s website at www.delta-floraxx.com 
